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168.wupwise 24 593 75.1

171.swim 24 2061 41.9

172.mgrid 24 1385 36.2

173.applu 24 1804 32.4

177.mesa 24 363 107

178.galgel 24 399 202

179.art 24 368 197

183.equake 24 1056 34.3

187.facerec 24 371 143

188.ammp 24 863 71.0

189.lucas 24 1512 36.8

191.fma3d 24 1236 47.3

200.sixtrack 24 420 72.9

301.apsi 24 1254 57.7

Hardware
CPU: UltraSPARC-III
CPU MHz: 750
FPU: Integrated
CPU(s) enabled: 24 cores, 24 chips, 1 core/chip
CPU(s) orderable: 2-24
Parallel: No
Primary Cache: 32KBI+64KBD on chip
Secondary Cache: 8MB(I+D) off chip
L3 Cache: None
Other Cache: None
Memory: 48GB
Disk Subsystem: 8x36GB (RAID 10)

 
Other Hardware:  

Software
Operating System: Solaris 8
Compiler: Forte Developer 6 update 2 C 5.3 
File System: UFS
System State: Multi User

Notes/Tuning Information
 
 Portability: 178.galgel: -e -fixed
 
 C   flags: -fast -xcrossfile -xprofile
 F90 flags: -fast -xcrossfile -xprofile
 ONESTEP = yes


