CFP2000 Result

Spec Copyright [11999-2004, Standard Performance Evaluation Corporation
Sun Microsystems SPECfp_rate2000 = 17.7
Sun Blade 2500 (1.28GH?z) SPECfp_rate_base2000=15.2
SPEC license# __ 6]Tested by: __ Sun Microsystems, Santa Clara]Test date. Aug-2003 [Hardware Avail: Dec-2003 [Software Avail: May-2003
Base Base Base
I1‘5C.)‘ ' 1%0 o ‘9|O‘ o ‘6|0' Do ‘3|0_ o Benchmark Copies |Runtimeg] Ratio | Copies |Runtimel Ratio
= 168.wupwise 2| 209 17.8 2] 193 19.2
[ T 171.swim 2| 656 11.0 2| 261 27.5
» A 172.mgrid 2| 448 | 931 2| 449 | 930
—
n 173.applu 2|33 | 145 2] 267 | 18.3
" 177.mesa 2| 208 15.6 2] 191 17.0
— 178.galgel 2] 291 23.2 2] 252 26.7
— : 179.art 2| 516|117 2] 48.7 124
L n 183.equake 2] 159 19.0 2] 153 19.7
i 187 facerec 2] 233 |189 2210 | 210
: EH 188.ammp 2| 575 | 888 2| 581 | 879
i £~ 189.lucas 2| 702 | 661 2| 477 | 973
i £ 191.fma3d 2| 503 | 968 2| 468 | 104
: B4 200.sixtrack 2| 254 [ 101 2| 243 [ 105
—Er 2| 405 | 149 2| 405 | 149
Hardware Software
CPU: UltraSPARC I11i Operating System: Solaris 8 HW 5/03
CPU MHz: 1280 Compiler: Sun ONE Studio 8
FPU: Integrated Sun Performance Library 8
CPU(s) enabled: 2 cores, 2 chips, 1 core/chip File System: ufswith ufslogging
CPU(s) orderable: 1-2 System State: Multi-User
Parallel: No
Primary Cache: 32KBI+64KBD on chip
Secondary Cache; 1IMB(I1+D) on chip
L3 Cache: None
Other Cache: None
Memory: 8GB (8x1GB DIMM)
Disk Subsystem: 1x36GB 10K RPM SCS
Other Hardware: None
Notes/Tuning Infor mation
Conpi | er invocation:
C. cc
F90: f90
F77: f90
Fl oati ng poi nt base fl ags:
C. -fast -xipo=2 -xalias_|level=std with ONESTEP=yes and feedback
FO90: -fast -xipo=2 with ONESTEP=yes and feedback

Fl oati ng poi nt

ONESTEP=yes and feedback for all

168. wupwi se:
171. swm

172. mgri d:

peak fl ags:

benchmar ks, unl ess ot herw se not ed
-fast
-fast
-Qoption iropt
(no feedback)
-fast -xipo=2

-Xi po=2 -Qoption iropt -Ainline:inc=800:cp=1
- xpad=common: 384 -xprefetch=latx:1.6
-Atil e:skewp: b6, - Ai nl i ne: cs=700
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Spec Copyright [11999-2004, Standard Performance Evaluation Corporation

Sun Microsystems SPECfp_rate2000 = 17.7
Sun Blade 2500 (1.28GHz) SPECip_rate_base2000 = 15.2

SPEC license# __ 6]Tested by: __ Sun Microsystems, Santa Clara]Test date. Aug-2003 [Hardware Avail: Dec-2003 [Software Avail: May-2003
Notes/Tuning I nformation (Continued)
173. appl u: -fast -xipo=2

-Qoption cg -Q p=1-av=192-fa=1, - Qrs_pi pe+prefol i m=7
-Qoption iropt -Aujaminner=g

177. mesa: -fast -xipo=2 -xalias_|evel =strong -xrestrict
- W, - Qvs_pi pe+unoovf

178. galgel: -fast -xipo=2 -Qoption iropt -Addint:sf=9 -xlic_lib=sunperf
RM_SOURCES=I apak. f 90

179. art: -fast -xipo=2 -xalias_|level=std -xprefetch=latx:1.5

183. equake: -fast -xipo=2 -xalias_level=strong -xprefetch_| evel =2

187.facerec: -fast -xipo=2 -xprefetch=latx:1.5

188. anmp: -fast -xipo=2 -xalias_|level=std -l nmopt -Im

189. | ucas: -fast -xprefetch_level =3 -Qoption iropt -Apf:pdl =1
-Qoption f90conp -array_pad_rows, 1977

191. f na3d: -fast -stackvar -xprefetch_|level =3

-Qoption iropt -Apf:pdl =1
200. si xtrack: -O -dal i gn -xchi p=ultra3 -xarch=v8pl usb -fsinple=2
301. apsi : -fast -xipo=2

Feedback is done as follows, unless otherw se noted:
fdo_pre0: rm-rf ./feedback.profile ./SunWs_cache

PASS1: -xprofile=collect:./feedback
PASS2: -xprofile=use:./feedback
Portability:

178.galgel: -e -fixed

Shel | Environnents:
Stack size set to unlimted via "ulimt -s unlimted"

Kernel Paraneters (/etc/systen):
aut oup=900
tune_t _fsflushr=1

Processes were bound to CPUs using subnit=pbind
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