CFP2000 Result

Spec Copyright [11999-2005, Standard Performance Evaluation Corporation
IBM Corporation SPECfp_rate2000 = 29.8
IBM eServer xSeries 346 (3.0 GHz Intel Xeon) | SPECfp_rate base2000= 29.1
SPEC license#:  11]Tested by: IBM, Research Trinagle Park, NC|Test date: May-2005 [Hardware Avail: Feb-2005 |Software Avail: Apr-2005
Base Base Base
|70|6|0|5|0|4|O|3|O|2|0|1|0| Benchmark Copies |Runtimeg] Ratio | Copies |Runtimel Ratio
L . 168.wupwise 2| 786 472 2| 786 472
El 171.5vim 2270 | 266 21271 | 266
: L 172.mgrid 2] 181 23.0 2] 181 23.0
; L 173.applu 2] 219 22.3 2] 213 229
L 177.mesa 2| 106 30.5 2] 106 30.5
: = 178.galgel 2| 107 62.8 2] 107 62.8
L : 179.art 2| 936| 644 2| 936| 644
I n - 183.equake 2] 111 27.1 2] 832] 362
L 187.facerec 2] 134 32.9 2] 134 32.9
b 188.ammp 2] 210 24.3 21 210 24.3
P 189.lucas 2] 180 25.7 21180 25.7
; L 191.fma3d 2] 212 229 2] 212 229
: E=——— 200.sixtrack 2| 203 | 126 2| 200 [ 127
Vo 301.apsi 2| 253 23.9 2] 250 24.1
Hardware Software
CPU: Intel Xeon (3.0 GHz Xeon, 2MB L2 Cache, 800 MHz system bus) Operatlng &/Stem Windows Server 2003 Standard Edition
CPU MHz: 3000 Compiler: Intel C/C++ Compiler 8.1 ((22%%%%522)
FPU: Integrated ntel Fortran Compiler 8. _
CPU(S) mablaj 2 cores, 2 chips, 1 core/chip (Hyper-Threading Technology disabled) m:ggglfjltl?/gwngrtﬁ[eua?)llo_l’l;lrgl;/:l%33%9466 (for fibraries)
CPU(s) orderable: 1 File System: NTFS
Parallel: No System State: Default
Primary Cache: 12K (1) micro-ops + 16KB(D) on chip
Secondary Cache; 2048KB(1+D) on chip
L3 Cache: N/A
Other Cache: N/A
Memory: 8 x 512 MB ECC PC2-3200 Single Rank
Disk Subsystem: 73GB SCSI 10K RPM
Other Hardware:
Notes/Tuning Infor mation
GENERAL
ONESTEP=yes
+FDO PASS1=- Qpr of _gen PASS2=- Qpr of _use
PORTABI LI TY
178. gal gel : -FI / F32000000
BASE TUNI NG
C/ F77/ F90: -fast -QxP -Qansi _alias +FDO
PEAK TUNI NG
168. wupwi se: basepeak=yes
171. swm -fast -xP -f77rtl +FDO
172. ngri d: basepeak=yes
173. appl u: -fast -xP -Qscalar_rep- -Qauto -f77rtl +FDO
177. mesa: basepeak=yes
178. gal gel : basepeak=yes
179. art: basepeak=yes
183. equake: -fast -QxP -Qansi _alias -0a -Qcd +FDO shiWB2M lib
187.facerec: basepeak=yes
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Notes/Tuning I nformation (Continued)

188. anmp: basepeak=yes

189. | ucas: -fast -QxP

191. f ma3d: basepeak=yes

200. si xtrack: -P -Q po +FDO

301. apsi: -fast -xP -f77rtl +FDO
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