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|tautec SPECint_rate2000 = 68.2
Servidor Itautec LX211 (Intel Xeon 5110 processor, 1.60GHz) | SPECIint rate base2000 = 68.2
SPEC license #: 9001fTested by: Itautec| Test date: Oct-2006 [Hardware Avail: Jul-2006 [Software Avail: May-2006
Base Base Base
I1'2.0‘ 'L 1?0 i _8|O_ ol 6|0 o _4|O_ o ‘2|0_ ol Benchmark Copies |Runtimeg] Ratio | Copies |Runtimel Ratio
t 164.9zip 41 144 45.0 41 144 45.0
L 175.vpr 4] 131 49.5 41 131 49.5
t 176.9cc 41 66.1] 77.2 41 66.1] 77.2
L 181.mcf 41 139 60.2 4] 139 60.2
186.crafty 41 675]| 687 41 675] 687
L 197.parser 41 155 54.0 41 155 54.0
t 252.eon 41 625] 96.5 41 625] 96.5
L 253.perlbmk 41 101 82.8 41 101 82.8
t 254.gap 41 779] 655 41 779] 655
L 255.vortex 41 74.7| 118 41 74.7| 118
t 256.bzip2 41 139 50.0 41 139 50.0
L 300.twolf 41 164 84.8 41 164 84.8
Hardware Software
CPU: Intel Xeon 5110 processor (1.60 GHz, 4MB L2 shared, 1066 MHz system bus) Operating System: Windows Server 2003 Enterprise Edition + SP1 (32-bit)
CPU MHz: 1600 Compiler: Intel C++ Compiler 9.1
FPU: Integrated Build 2%0%)51%2 S(tfoé 32583568?p| ilcgtti ons),)
- i i Microsoft Visu udio or libraries),
8E8g3 g;ggrlggl.e- ;_1 gores, 2 chips, 2 cores/chip MicroQuill SmartHeap for SMP Library 8.0
. ' | File System: NTFS
Pardlel: No ctem State: Default
Primary Cache: 32 KB | +32 KB D on chip per core System State: a
Secondary Cache; 4096K B(I+D) on chip, per chip, shared
L3 Cache: N/A
Other Cache: N/A
Memory: 6x2GB DDR2-RAM PC2-5300F (CAS 5-5-5)ECC
Disk Subsystem: 1x 120GB Serial ATA 7200 RPM
Other Hardware: None

Notes/Tuning I nfor mation
PORTABI LI TY FLAGS

176. gcc: -Dal | oca=_al | oca / F10000000

186. crafy: - DNT_i 386

252. eon: - DHAS_ERRLI ST

253. perl bnk: - DSPEC_CPU2000_NTOS - DPERLDLL / MI

254. gap: - DSYS_HAS CALLOC PROTO - DSYS_HAS MALLOC PROTO
GENERAL

+FDO PASS1=- Qor of _gen PASS2=- Qorof _use
Base tuning flags
for C prograns: -fast -QxP +FDO shl SMPM . li b
for C++ prograns: -fast -Qxx_features +FDO
EXTRA LI BRARI ES
McroQuill SmartHeap for SMP Library 8.0 avail able from
http://ww. m croquill.conf
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