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CTR  

 

 32 TxI  
(4 TxI in each NUMA node) 

 

Supermicro A+ Server  

1123US-TN10RT Model  H11DSU-iN 

 

2 x AMD EPYC 7742 64-core  

1024GB (32GB 2Rx4 PC4-2933) 

1 x 1.8 TB NVMe PCIe Gen3 

Supermicro AOC-MH25G-m2S2T 

Dual Port 25GbE SFP28 NIC 

OS Image: SuSE Linux SLES15sp1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Supermicro A+ Server AS-2124BT-HTR   

32 BE (8 per Node (2 per NUMA node on each H12DST-B Node)) 
 

  H12DST-B Node 1  - 2 Chips 

 
  H12DST-B Node 2  - 2 Chips 

 
  H12DST-B Node 3  - 2 Chips 

 
  H12DST-B Node 4  - 2 Chips 

 

Supermicro A+ Server AS-2124BT-HTR 
BigTwin™ with 4x H12DST-B Nodes, each with:  

        2x AMD EPYC 7742 64-Core Processor  
1024 GB (16x 64GB 2Rx4 PC4-2933Y-R) 

1x 960GB M.2 PCIe Gen3  
1x Supermicro AOC-MH25G-m2S2T Dual Port 25GbE SFP28 NIC 

         OS Image: SuSE Linux SLES15sp1 

Mellanox SN2410 Network Switch 

(48-port Supermicro AOC-MH25G-m2S2T 

Dual Port 25GbE SFP28 NIC25GbE + 8-

port 100GbE) 

 

Driver System 

 

SUT 

 


